### General Car Info

<table>
<thead>
<tr>
<th>Field</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Built Date</td>
<td>2001-2002</td>
</tr>
<tr>
<td>Car Builder</td>
<td>Trinity Ind Plant 372</td>
</tr>
<tr>
<td>AFE Number</td>
<td></td>
</tr>
<tr>
<td>AAR Mech. Design.</td>
<td>XP</td>
</tr>
<tr>
<td>AAR Car Code</td>
<td>A406</td>
</tr>
<tr>
<td>CST Code</td>
<td>A6</td>
</tr>
<tr>
<td>Clearance Plate</td>
<td>Exceeds Plate F</td>
</tr>
<tr>
<td>C.G. - Empty</td>
<td>63&quot;</td>
</tr>
<tr>
<td>C.G. - Loaded*</td>
<td>98&quot;</td>
</tr>
<tr>
<td>Min Curve-Cpl'd</td>
<td>210 ft</td>
</tr>
<tr>
<td>Min Curve-Uncp'd</td>
<td>150 ft</td>
</tr>
<tr>
<td>Brake Ratio-Empty</td>
<td>25%</td>
</tr>
<tr>
<td>Brake Ratio-Loaded</td>
<td>11%</td>
</tr>
<tr>
<td>Brake Ratio-H.B.</td>
<td>12%</td>
</tr>
<tr>
<td>Load Limit @ 286 K</td>
<td>212,000 lb</td>
</tr>
<tr>
<td>Floor Rating</td>
<td>70K</td>
</tr>
<tr>
<td>Coupler/Knuckle</td>
<td>ASF SBE67DE/E50BE</td>
</tr>
<tr>
<td>Coupler Carrier Wear Pl</td>
<td>N/A</td>
</tr>
<tr>
<td>Center Plate</td>
<td>N/A</td>
</tr>
<tr>
<td>Uncoupling Device</td>
<td>Stanrail No. 586</td>
</tr>
<tr>
<td>* 98&quot; C.G. with lading Hgt - 11'-10&quot; above floor.</td>
<td></td>
</tr>
<tr>
<td>Door Opening Width</td>
<td>12'-0&quot;</td>
</tr>
<tr>
<td>Door Opening Height</td>
<td>12'-4&quot;</td>
</tr>
<tr>
<td>Floor Height (Light Car)</td>
<td>3'-7 1/8&quot;</td>
</tr>
<tr>
<td>C.R. - Empty</td>
<td>50'-6 5/8&quot;</td>
</tr>
<tr>
<td>C.R. - Loaded*</td>
<td>58'-6 1/2&quot;</td>
</tr>
<tr>
<td>Length Over Couplers</td>
<td>58' - 6 1/2&quot;</td>
</tr>
<tr>
<td>Truck Type</td>
<td>ASF Super Service Ride Master</td>
</tr>
<tr>
<td>Draft Gear</td>
<td>N/A</td>
</tr>
<tr>
<td>Cushioning</td>
<td>ASF/Keystone E-132G-B</td>
</tr>
<tr>
<td>Yoke</td>
<td>ASF/Keystone YF-15-J</td>
</tr>
<tr>
<td>Brake Control Valve</td>
<td>NYAB DB-60S</td>
</tr>
<tr>
<td>Brake Beam</td>
<td>New York 10&quot; X 12&quot; ABU</td>
</tr>
<tr>
<td>Brake Beam Wear Pl</td>
<td>ASF 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Brake Cylinder</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Brake Spring Group</td>
<td>ASF 9B-1-10232</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>Triax YSD #24 D-2531</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
<tr>
<td>Snubbing Type</td>
<td>ASF SS Ride Master</td>
</tr>
<tr>
<td>Portioning Valves</td>
<td>DB-10 / DB-20</td>
</tr>
<tr>
<td>Snubber Spring Group</td>
<td>ASFB 5062 O, ASF 5063 I</td>
</tr>
<tr>
<td>Slack Adjuster</td>
<td>EB-Nail 2000-DJ</td>
</tr>
<tr>
<td>Pedestal Roof Liners</td>
<td>Transdyne A05048</td>
</tr>
<tr>
<td>Vertical Wear Ring</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>Horizontal Wear Ring</td>
<td>40&quot; Cont 3846 (12)</td>
</tr>
</tbody>
</table>